Multi-sensor Integrated System for Reverse Engineering  by Mian, Syed Hammad et al.
 Procedia Engineering  64 ( 2013 )  518 – 527 
Available online at www.sciencedirect.com
1877-7058 © 2013 The Authors. Published by Elsevier Ltd. Open access under CC BY-NC-ND license.
Selection and peer-review under responsibility of the organizing and review committee of IConDM 2013
doi: 10.1016/j.proeng.2013.09.126 
ScienceDirect
© 2013 The Authors. Published by Elsevier Ltd. Open access under CC BY-NC-ND license. 
Selection and peer-review under responsibility of the organizing and review committee of IConDM 2013
519 Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
520   Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
521 Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
522   Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
523 Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
524   Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
525 Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
526   Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
527 Syed Hammad Mian et al. /  Procedia Engineering  64 ( 2013 )  518 – 527 
